




Green Plus® users, costumers and 
distributors
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Zero cost model of Biofriendly Green Plus � Combustion Catalyst

fix price in more years or 5% of your daily fuel's 
price

Economy with Green Plus® using

Better performace with lower cost
During ongoing use of 
Green Plus® You do against of Climate Changing and break the Global Warmup

Increases your 
environment's 
health 1.   WHO for Healthy Cities Program, reducing of emission is cost free

2.   For the Citys oad/or Country’s Clear Air Program is cost free also and very good marketing element 
for Company and for Mayor’s office

3.   possibilities: EU 's money, environmentcharge programs, 
developments

4.   possibility:  Romanian tender's money useable for environmental program

5.   possibility: roll over of Research and Development cost

6.   We know that the additives cause carcinogenic and mutagenic 
affects, 

the Green Plus® does not cause any carcinogenic or mutagenic affect

Increases your 
technical

7.   Surer operating mode, better technical safety, reduces the request for maintenance and repair 
service

and operating 
cost 8.   Longer engine's life and his pieces work than the factory planned

9.   Easier ignition and motor starting in severe cold
10. Vehicle works well better performance in hard and heavy situation 
tootoo
11. The overheating is less with Green Plus® in the the overload 
situation

12. Improves the "Green Card's result", reduces the emission and particular materials too 

(pm responsible the cancer and the asthma and more 
allergies)

13. If necessary to fill the engine oil between changing period, this quantity is half with Green Plus® 

and the lubrication also is better, but without any plus lubricant element
14. If the oil pressing is instabil, the Green Plus® helps to balance into normal 
mode

15. Decreases the engine-knock, the motor works smoothlier  and constantlier with Green 
Plus®, 

also the engine works with softer noise

16. Decreases and ends the engine's faltering and spasming in low rev 

17. Clean up the deposits in very soft way in engine's inside without 
harms, 

does not kill or eat or unhitch it only use for burning 
it

18. Low quality fuels and biofuels or watered fuels with Green Plus® can burn with less or nothing harm 

and with better performance than without Green 
Plus®

19. Bigger Horsepower and Torque with less emission  and with less overheating and with not more 
fuels, 

what's more with less fuel

20. Instead of expensive fuels or much additives Yo u can use Green Plus® 

as "Multi in One" positive solution without any har ms

21. Reduces the fuel consumption (and CO2) independ ently situations and with bad options too.







Cyprus Brick Factory

Heavy Fuel Oil Furnace – 2 Day Test

2.5% Sulfur fuel

SO2 Reduced 76%

NOx Reduced 29%
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Cyprus Milk Processing Plant

Heavy Fuel Oil Boiler 5 Day Test

2% Sulfur fuel oil

2 boilers – Babcock & Wilcox 

15,000 btu/hr 
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Kenya Power Station

Fuel Oil 1.48% Sulfur Content

NOX – Reduced by 28%
SOX – Reduced by 63%
CO2 – Reduced up to 10%
O2 – Increased 10%

Engine 4 Emissions
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SOX reduced 63%

NOX reduced 28%
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Linear (NOX reduced
28%)
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Cambodian Power Station
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Indonesian Power Station

Average Average 
improvement in improvement in 
LFO fuel economy LFO fuel economy 
9% for 1 Week Test9% for 1 Week Test

Untreated Fuel (LFO) Treated with Green Plus (LFO)

Descriptions
22 Apr to 

21 May 2006
22 May to 

21 Jun 2006
22 Jun to 

29 Jun 2006

Fuel Consumption (Litre) 1,705,090 490,773 510,780

Electrical Production (KWH) 458,818 1,818,700 124,953

Efficiency (litre/kWH) 0.269 0.270 0.245
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Day Tons of coal Total tons of steam 
5-22 438 3382 
5-23 390 3292 
5-24 374 2910 
Mean 400.67 3196.7 
5-25 First day of Green Plus  
5-26 362 3152 
5-27 (Some flow issues) 406  3129 
5-28 360 3118 

Near Shanghai in China
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5-28 360 3118 
5-29 340 3160 
5-30 326 3201 
5-31 357 3170 
Mean 358.5 3155 
 



160 MW Boiler in Turkey

Green Plus was injected before the pulverizers into the primary hot 
air supply (280 to 300 degrees C)



Injection Equipment

Spray Lance

Lance flow controls

Pump

Programmable Flow Controller
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CatalizatorulCatalizatorulCatalizatorulCatalizatorul lichidlichidlichidlichid Green PlusGreen PlusGreen PlusGreen Plus
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La 3.000 de litri de motorin �  economisi � i 
minim 500 + de lei.
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Exista catalizator cu concentratie Exista catalizator cu concentratie 
De 1:1000, 1:5 000, 1:10 000, 1:50 000, 
pâna la 1:10 milioane, pentru utilizare de anvergura mai 
mare. 

Green Plus se adauga carburantului la fiecare 
alimentare, turnându-l pur si simplu în rezervor, cu 
ajutorul capacului si al semnelor de dozare de pe flacon.



Acest catalizator omogen se raspândeste automat si uniform 
în combustibilul din rezervor. 

De preferinta se introduce în rezervor înainte de alimentare, De preferinta se introduce în rezervor înainte de alimentare, 
dar se poate adauga si ulterior. 

(1:1000) 100 ml de Green Plus este suficient pentru 100 litri 
de combustibil. Puteti adauga câte 100 ml cu ajutorul 
semnelor de pe sticla. 
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